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Pneumatic controls

Pneumatic controls
Pneumatic refers to the theory of the behavior of gases, especially air. In engineering, pneumatics 
primarily involves the generation of compressed air and its application to control and drive machines. 
For example, pneumatic controls are used in door-closing systems for railway vehicles and motor-
vehicles, for packaging machines, in handling systems and in assembly tool.

Components of pneumatic systems
Pneumatic systems can be divided into three components (Figure 1)
• Compressed air generator with compressor, cooler, dryer and compressed air reservoir
• Compressed air conditioner, consisting of a filter, pressure control valve, potentially for oilers and 

main valves
• Pneumatic control with directional, non-return valves and volume-control valves, time modules as 

well as pneumatic cylinders and compressed air motors

Pneumatic systems and their components are illustrated graphically or using circuit diagrams. 
Standard international symbols are usied for circuit diagrams. They facilitate drafting, understanding 
of functions, assembly and fault finding for pneumatic controls and apply worldwide.
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Structural elements of pneumatic systems – Compressed Air Systems

Pressure units and types of pressure
If a piston of a surface area A presses on an enclosed volume 
of air with a force F, it creates a gauge pressure (pressure 
above atmospheric) pe in this volume (Figure 1)

Pressure  pe = 

The units of pressure are Pascale (Pa) and bar (bar).
1Pa =      = 0.00001 bar;     1bar = 10

Example: Cylinder (Figure 1) with F = 4kN, A= 78.5cm².
What gauge pressure pe is generated?

Solution: Pe =     =              = 51        = 5.1 bar

The gauge pressure pe is the difference between the absolute 
pressure pabs and the ambient air pressure pamb. It may be 
positive or negative (Figure 2). Pressure below atmospheric is 
referrd to as “vacuum”.

Gauge Pressure pe = pabs – pamb

Example (Figure 3): A pneumatic press is operated with an 

absolute pressure of pabs = 7bar. At an ambient pressure of 

pamb = 1bar, pe = pabs – pamb = 7bar – 1bar = 6bar is available 
for the pressing force. Pressure gauges generally display the 
gauge pressure.

Generation of compressed air
Piston compressors, diaphragm compressors or screw-type 
compressors are used to generate compressed air (Figure 4). 
They draw air through the intake filter, compress it and force 
it into the compressed air reservoir via the cooler.
The cooler cools the air, which is heated during compression. 
The resulting condensation is separated. Compressed air with 
very low residual humidity is obtained by cooling the 
compressed air to 4 degree Celsius / 39.2 degree Fahrenheit 
(cold drying).
The supply of additional compressed air is stopped once the 
maximum pressure in the compressed air reservoir is 
reached. The compressors drive motor is shut down (cycle 
control) or the intake valves are kept open while the drive 
motor continues to run (load/no-load control)

Tasks of compressed air reservoirs
• Storage and cooling of the compressed air
• Separation of the residual humidity 
• Compensation of pressure fluctuation
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Structural elements of pneumatic systems – Compressed Air Systems

Distribution and conditioning of compressed air
Compressed air is conducted from the compressor air 
reservoir to the points of use via pipelines (Figure 1)

Requirements of compressed air
• The compressed air system must be set up as a ring in 

order to ensure supply even when repairs must be 
performed.

• The pipeline cross-section must ensure that the pressure 
loss is no greater that 0.2 bar.

• The lines must be installed with a gradient so that 
condensate can be drained off.

The conditioning unit (maintenance unit) is installed 
upstream from the cylinders and valves of a pneumatic 
controller (Figure 2). It consists of compressed air filters, 
pressure control valves and compressed air lubricators. The 
filter cleans the compressed air of residual impurities. The 
pressure control valve keeps the pressure in the control 
constant. The oiler mixes the compressed air with finely 
atomized oil in order to lubricate moving components and 
avoid corrosion.
Many pneumatic controls, such as in the computer and food 
industry, require oil-free and high purity compressed air. The 
oiler is not included in these controls. Oil-free compressed air 
is also increasingly used in other applications in order to 
protect employees and the environment from oily exhaust 
air. 
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Structural elements of pneumatic systems – Work elements

Pneumatic cylinders
Pneumatic cylinders perform backwards and forwards 
movements. A distinction is made between single-acting and 
double-acting cylinders.
In single-acting cylinders, the compressed air is moving the 
piston only in one direction (Figure 3). An installed spring is 
returning the piston into its starting position.
In double-acting cylinders, compressed air moves the piston 
in both directions (Figure 4). Cylinders with installed end 
position damping break the piston at the end of the stroke. 
The compressed air displaced by the piston can no longer 
escape through the large center hole because this is blocked 
by the damping pin. It now has to flow through the narrow 
throttle gap and established a counterpressure. The piston is 
elastically braked and approaches the end position at a 
reduced speed. The speed can be adjusted by a changing  the 
throttle gap.

As is the case for all pneumatic components, pneumatic 
cylinders are represented by graphical symbols in circuit 
diagrams (Figure 3 and 4).

The end position of the piston can also be sensed in a 
contact-free manner. To do so, the pistons have an annular 
permanent magnet and non-contact switches are positioned 
on the cylinder tube (Reed-Sensor).

Rodless cylinders
Pneumatic cylinders are produced with or without piston 
rods. Rodless cylinders require less space than cylinders with 
pistons (Figure 1). For rodless cylinders with direct drive, the 
piston is connected with the carrier via a yoke through the 
slotted cylinder tube (Figure 2). The slot in the cylinder tube 
is sealed internally by a steel strip and protected against 
soiling by a second external strip. For other types, a rope or 
belt is fastened to the piston and fed and guided through the 
cylinder cap (Figure 2). The carrier is designed as a running 
slide for all cylinder types, running on the cylinder tube and 
being able to be loaded by forces.

Disadvantages :
- Small load and small forces
- Poor sealing and leaking
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Structural elements of pneumatic systems – Work elements

Cylinder piston forces
The effective piston force F is the difference between the 
theoretical piston force Fth = pe * A and the frictional forces Ff

that influences the piston and the piston rod guide (Figure 3). 
The frictional forces are created by the cylinder's efficiency η.

Effective piston force

F = Fth – Ff

F = Fth * η
F = pe * A * η

The effective piston force for cylinders with a one-sided 
piston rod is lower during retraction than during extension as 
the effective piston area is lower by the area of the piston 
rod.

Example: Pneumatic cylinder (Figure 4)
Effective piston force during extension
F = pe * A * η

= 60       *                 *0.9 = 4.241N

Effective piston force during retraction 
F = pe * A * η

= 60       *                           *0.85 = 3.755N
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Structural elements of pneumatic systems – Work elements

Compressed air motor
Compressed air motors control screwdrivers, hand sanders, 
hoists and other machines with a rotating working motion. 
They are designed as vane, piston and toothed gear motors.
Compressed air vane motors comprise the housing with 
cylindrical hole and the rotor with the vanes, which divide the 
crescent work area into several pressure chambers (Figure 1). 
The compressed air that flows in through the compressed air 
supply rotates the eccentrical mounted rotor via the vanes, 
which can be radially displaced in slits. As the pressure 
chamber enlarges during the rotation, the compressed air is 
decompressed and flows out through the outlet into the 
surroundings. The output torque of the motor depends on the 
air pressure and the surface area of the vanes that is acted 
upon. Two directional compressed air motors rotation have 
two compressed air connections that are alternately supplied 
with compressed air via 4/2 directional valves depending on 
the desired direction of rotation.

Example of the use of pneumatic drive elements
In an automated assembly and metal cutting machine (Figure 2), the double-acting cylinder 1A1 pushed and clamps 
the housing from a down magazine against a stop. Bushed that are supplied by an oscillating conveyer are inserted 
by the single-acting cylinder 2A1. A drill feed spindle is performed by a double-acting cylinder 3A1, while the rotary 
drive is provided by a compressed air vane motor. The horizontal cylinder 4A1 that is positioned behind the 
clamping point pushed the finished workpiece out of the machine. The sequence of movements can be displayed in 
a GRAFCET
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Structural elements of pneumatic systems – Valves

In the case of valves, a distinction is made between 
directional control valves, non-return valves, volume-
control valves and pressure valves

Directional control valves
Directional control valves determine the start, stop and 
flow direction of the compressed air. They are used to 
control the movements of cylinders and compressed air 
motors as well as the switching positions of other 
directional control valves.

Function (Figure 1). The different links (paths) between the 
connectors of a directional control valve are created by 
movement of the control piston. In switching position “a”, 
the compressed air is conducted from pressure connector 1 
to the left working line 4. the cylinder piston extends. The 
air displaced by the piston in the right cylinder chamber 
escapes via working line 2 of the directional control valve to 
vent 3. In switching into position “b” of the directional 
control valve, the compressed air flows from 1 to 2 and 
then into the right cylinder chamber. The air displaced from 
the left cylinder chamber escapes from 4 to 5. The piston 
retracts.

Designation. Directional control valves are identified 
according to the number  of connectors and the number of 
switching points. The directional control valve shown in 
figure 1 has 5 connectors and 2 switching points As a result 
it is referred to as a 5/2 directional control valve

Graphical symbols. Directional control valves are 
represented by standard graphical symbols (Figure 2). 
These consist of joined rectangles, the connections and the 
actuators. Every rectangle represents a switching position. 
The connecting lines extend from the rectangle which 
symbolizes the active position.

Actuation types. Directional control valves can be switched 
manually, by foot, mechanically, electro magnetically, by 
pressure or by a combination of two actuation types 
(Figure 3). The actuation symbols are drawn to the left and 
right of the rectangle of the graphic symbol. Left actuation 
operates the left switching position, while right actuation 
operates the right switching position of the directional 
control valve.
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Structural elements of pneumatic systems – Valves

Direct control with directional control valves. In non-
automated machines, the movement of pneumatic 
cylinder and motors are triggered “directly” using hand or 
foot-operated valves. In a compressed air screwdriver, for 
example, the 3/2 directional valve is located in the 
housing and is opened and closed by a push (Figure 1). 
The compressed air motor is supplied with air in switching 
position “a”. The screw spindle rotates. If the valves 
manual lever is released, the spring pushed the valve into 
position “b”. The air supply into the motor is blocked.

Indirect control with directional control valves. If cylinder 
movement has to be performed autonomously, the 
directional control valves are no longer operated manually 
to control the cylinder. The switching is performed by 
signals, other directional control valves or sensors. For 
example, the cylinder for inserting pins returns 
independently when it comes into contact with the 3/2 
directional valve 1S2 in the front-end position (Figure 2).

Blocking valves
Blocking valves prevent air flow in one direction. The 
blocking element is displaced by the compressed air so 
that an external connection is always prevented.
Non-return valves allow air to flow from A to B, but put 
the flock in the blocked direction from B to A (Figure 3).
Shuttle valves have two alternately blockable connections 
P1 and P2 as well as an outlet O (Figure 4). If either inlet 
P1 or P2 are loaded with compressed air, the blocking 
element blocks the unloaded input and the compressed 
air is routed to connection O. A shuttle valve implements 
a logical OR operation.
For example, shuttle valves can be used to control a 
double-acting cylinder from two physically separated 
points (Figure 5). Rodless cylinder 1A1 actuates the sliding 
door to a lathe’s work area. The two directional control 
valves 1S1 or 1S2 are used to switch valve 1V3 to the “a” 
position, which opens the sliding door. It is then closed 
once again by valves 1S3 or 1S4.
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Structural elements of pneumatic systems – Valves

Quick-acting ventilating valves are installed directly on 
the cylinder. They do not conduct the air that flows out of 
the cylinder on the return stroke back via the directional 
control valve, but rather directly into the environment 
(Figure 1). The shorter path reduces the flow resistance of 
the exhaust air and increases the pistons return speed. 
For example, the quick-action ventilating valves are 
installed on pneumatically actuated couplings that need 
to switch very quickly.

Dual-pressure valves have two inputs P1 and P2 as well as 
an output O (Figure 2). If compressed air is only applied to 
one of the two inputs, the locking element blocks the 
connection to the output O. Flow through the output O is 
only possible once compressed air is present at both 
inputs P1 and P2. Dual-pressure valves connect two input 
signals to one output signal (AND operation).
For example, they are used for controls with two-hand 
operations and safety circuits (Figure 3) Cylinder press 
1A1 only extends id upon closing the protective grill 
actuates the directional control valve 1S3 and then start 
valve 1S1 is pressed. For pneumatic control blocks for 
two-hand start on dangerous machines, the two signals 
must be triggered with both hands and completely 
deleted prior to every new cylinder stroke.

Volume-control valves
Compressed air flow is adjusted using volume control 
valves. Throttle valves and one-way flow control valves 
are available. They can be installed in the line that leads to 
the cylinder (supply air throttle) or in the line coming from 
the cylinder (exhaust air throttle).
Throttle valves have a constant or adjustable constriction 
(throttle) that influences the air flow rate (Figure 4).
One-way flow control valves allow an unimpeded 
compressed air flow in one direction, while the flow is 
throttled in the opposite direction (Figure 5). A one-way 
flow control valve is predominantly installed in the 
working line on the piston rod side, if the pistons outward 
velocity has to be adjusted (waste air throttling). The flow 
resistance provided by the one-way flow control valve 
creates counterpressure. The piston is “clamped” and 
consequently moves outward more smoothly.
For example, in a robot's pneumatic gripper, the closing 
and opening velocity can be adjusted using the installed 
throttle valves (Figure 6).
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Time elements in pneumatics

Valves that only forward an output signal after a set time 
(with time delay) are referred to as time delay valves 
(Figure 1).
A time delay valve consists of a 3/2 directional control 
valve (in the blocking zero position or flow zero position), 
a one-way flow control valve and a small air cell that are 
assembled to form a component

Time element as start-up delay
The start-up delay forwards the input signal with a delay 
so that the output signal is only provided after a set time 
(Figure 3).
The time delay is set on the adjustable flow cross section 
o the one-way flow control valve (Figure 1). If pressure is 
the applied to control connection 12 (1 signal), the the
compressed air has to flow through the throttle valve and 
fills the air cell. The pressure builds the air cell and loads 
the control piston of the 3/2 directional control valve. If 
the force resulting from the pressure is greater than then 
spring’s pretension force on the control piston, the 3/2 
directional control valve switches and the compressed air 
flows from 1 to 2. The time delay is the time required for 
the pressure to build up. If the compressed air is no longer 
applied to the control connection 12, the spring 
immediately pushes the control piston back into its rest 
position and the control air escapes via the non-return 
valve.
Example: A double acting cylinder is to extend after a 
signal element is actuated and automatically returns after 
20 sec.
Solution: In the control (Figure 2), the time delay valve 1V1 
receives its control air from working line 4 of the 5/2 
directional control valve when this is switched to position 
“a” by 1S1. On expiration of the delay time T=20sec, 1V2 is 
switched back by 1A1 and 1A is retracted.

Time element as OFF delay.
The OFF delay immediately forwards the input signal, but 
only shuts down after a set time (Figure 4). This time 
response is achieved by reversing the flow direction. The 
time delay is set at the adjustable flow cross-section on 
the one-way flow control valve. If pressure is applied to to
control connection 12, the compressed air flows freely 
through the non return valve and the compressed air 
flows from 1 to 2. If the 1 signal is removed at control 
connection 12, the spring cannot immediately switch the 
valve to the blocking position as the air between the 3/2 
directional control valve and the one-way flow control 
valve is discharged via the throttle. The delay time is the 
time it takes for the pressure to fall across the throttle 
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Time elements in pneumatics

Pressure Valves

Pressure relief valves protect pressure vessels, lines and 
structural elements against unacceptably high pressure 
(Figure 1). They are close in the rest position. The 
locking element opens the vent into the surroundings if 
the force exercised on the locking element by the 
compressed air exceeds the set spring force

Pressure Control Valves maintain a constant pressure in 
a pneumatic system. They are open in the rest position.
The pressure is controlled by a diaphragm which is 
exposed to working pressure from above and the force 
adjusting spring from below (Figure 2). If the working 
pressure falls because the air is flowing into the cylinder, 
the spring presses the valve disc upwards via the 
diaphragm and pin. This allows compressed air to flow 
through the annular gap into the working line until the 
increasing working pressure presses the diaphragm to 
the start position. However, if the pressure in the work 
line rises , e.g. due to heating, the diaphragm is raised 
off the pin and air can escape from the working line into 
the surrounding via the bleed hole in the housing.

Advantages of pneumatics
• Cylinder forces and speeds are infinitely adjustable
• Cylinders and compressed air motors reach high 

velocities and speeds.
• Compressed air devices can be overloaded up to 

standstill without damage.
• Compressed air can be stored in compressed air 

reservoirs

Disadvantages of pneumatics
• Large piston forces can not be achieved as the 

operating pressure is generally below 10 bar.
• Uniform piston speeds are not possible 

(compressibility of air)
• Cylinders cannot be used for presices positioning 

without positive stops.
• Escaping compressed air is noisy.

Revision and additional information
• What are the advantages of pneumatic systems?
• What are the requirements of a compressed air 

network?
• Why are conditioning units required?
• Which pneumatic controls operate with oil-free 

compressed air?
• What are the advantages of rodless cylinders?
• What components can be used to adjust the speed 

of cylinders?

• Sketch the graphical symbol for a 5/3 directional 
control valve for which all connections are blocked 
in the middle position and which is operated by a 
lever

• What signal connection is possible with shuttle 
valves?

• Why is the function of a twin pressure valve also 
referred to as an “AND” operation?

• What are the tasks for which pressure relieve 
valves and pressure control valves are responsible?
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Formulas Handbook 4th Ed page 428/429 , 3rd Ed page 401/402
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